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within ±2.0 percent. The owner or oper-
ator shall maintain a calendar month 
record of the amount of solvent recov-
ered by the device. 

(d) The owner or operator of an af-
fected facility operating at the condi-
tions specified in § 60.440(b) shall main-
tain a 12 month record of the amount 
of solvent applied in the coating at the 
facility. 

(e) The owner or operator of an af-
fected facility controlled by a thermal 
incineration solvent destruction device 
shall install, calibrate, maintain, and 
operate a monitoring device which con-
tinuously indicates and records the 
temperature of the solvent destruction 
device’s exhaust gases. The monitoring 
device shall have an accuracy of the 
greater of ±0.75 percent of the tempera-
ture being measured expressed in de-
grees Celsius or ±2.5 °C. 

(f) The owner or operator of an af-
fected facility controlled by a catalytic 
incineration solvent destruction device 
shall install, calibrate, maintain, and 
operate a monitoring device which con-
tinuously indicates and records the gas 
temperature both upstream and down-
stream of the catalyst bed. 

(g) The owner or operator of an af-
fected facility controlled by a solvent 
destruction device which uses a hood or 
enclosure to capture fugitive VOC 
emissions shall install, calibrate, 
maintain, and operate a monitoring de-
vice which continuously indicates that 
the hood or enclosure is operating. No 
continuous monitor shall be required if 
the owner or operator can demonstrate 
that the hood or enclosure system is 
interlocked with the affected facility’s 
oven recirculation air system. 

(h) Records of the measurements re-
quired in §§ 60.443 and 60.445 must be re-
tained for at least two years following 
the date of the measurements. 

§ 60.446 Test methods and procedures. 
(a) The VOC content per unit of coat-

ing solids applied and compliance with 
§ 60.422(a)(1) shall be determined by ei-
ther Method 24 and the equations speci-
fied in § 60.443 or by manufacturers’ for-
mulation data. In the event of any in-
consistency between a Method 24 test 
and manufacturers’ formulation data, 
the Method 24 test will govern. The Ad-
ministrator may require an owner or 

operator to perform Method 24 tests 
during such months as he deems appro-
priate. For Method 24, the coating sam-
ple must be a one liter sample taken 
into a one liter container at a point 
where the sample will be representa-
tive of the coating applied to the web 
substrate. 

(b) Method 25 shall be used to deter-
mine the VOC concentration, in parts 
per million by volume, of each effluent 
gas stream entering and exiting the 
solvent destruction device or its equiv-
alent, and each effluent gas stream 
emitted directly to the atmosphere. 
Methods 1, 2, 3, and 4 shall be used to 
determine the sampling location, volu-
metric flowrate, molecular weight, and 
moisture of all sampled gas streams. 
For Method 25, the sampling time for 
each of three runs must be at least 1 
hour. The minimum sampling volume 
must be 0.003 dscm except that shorter 
sampling times or smaller volumes, 
when necessitated by process variables 
or other factors, may be approved by 
the Administrator. 

(c) If the owner or operator can dem-
onstrate to the Administrator’s satis-
faction that testing of representative 
stacks yields results comparable to 
those that would be obtained by test-
ing all stacks, the Administrator will 
approve testing of representative 
stacks on a case-by-case basis. 

[48 FR 48375, Oct. 18, 1983, as amended at 65 
FR 61761, Oct. 17, 2000] 

§ 60.447 Reporting requirements. 
(a) For all affected facilities subject 

to compliance with § 60.442, the per-
formance test data and results from 
the performance test shall be sub-
mitted to the Administrator as speci-
fied in § 60.8(a) of the General Provi-
sions (40 CFR part 60, subpart A). 

(b) Following the initial performance 
test, the owner or operator of each af-
fected facility shall submit quarterly 
reports to the Administrator of 
exceedances of the VOC emission limits 
specified in § 60.442. If no such 
exceedances occur during a particular 
quarter, a report stating this shall be 
submitted to the Administrator semi-
annually. 

(c) The owner or operator of each af-
fected facility shall also submit reports 
at the frequency specified in § 60.7(c) 
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